UPRIGHT,

PENDENT AND
RECESSED PENDENT
STANDARD AND
QUICK RESPONSE

PROTECTOR NEINIGE:

P
An ISD 9001certified company



Model A LISTED

PS001/PS002/PS004/PS005 (Glass Bulb Type)
Standard Orifice Standard Upright, Pendent and Recessed Pendent
Standard and Quick Response. Light and Ordinary Hazard

PRODUCT DESCRIPTION

The Model A Upright Sprinkler Identification Number (SIN) PS001(standard)PS005(Quick) »
Pendent ~ Recessed Pendent PS002(standard), PS004(Quick)

All Protector sprinklers are manufactured using the time proven Belleville seal used
exclusively by all major manufacturers to ensure long life and safe operation.

Coverage

Standard coverage is dependent on individual national approvals .

If in doubt contact the authority having jurisdiction.

NFPA - Light Hazard 225 Square Feet (20.9 Sq.M)
Ordinary Hazard 130 Square Feet (12.1 Sq. M)

TECHNICAL SPECIFICATION

SIN: PSO01 , PS002 , PS004 , PS005
Style: Pendent, Upright, Recessed

Norminal Orifice Size: 1/2” (12.7mm)
K-Factor: 5.6 Imp. (80S.1.)

Norminal Thread Size: 1/2” PT(15mm)
Max. Working Pressure: 175 PSI (1200 kPa)

Factory Hydrostatic Test: 100% @500 PSI (3450 kPa)
Min. Operating Pressure: 7 PSI (48 kPa)

l'emperature Ratine: See chart on next page.
MATERIAL SPECIFICATIONS
Deflector: ASTM C22000 B36 ACCESSORIES
Bulb: Glass with glycerin solution. Installation Wrench:
Bulb Norminal Diameter: Standard
_Standard: 5.0mm -
Sprinkler Finishes:

" |Quick Response: 3.0mm
L.oad Screw: ASTM C36000 Bl6
Cap: UNS C36000 Bright brass plated
Seal: Teflon * tape White painted
Frame: ASTM C37700 B124 Custom painted

Plain brass

Chrome plated




cus

Norminal Size
Inches / MM K-Factor Sprinkler APPROVALS
Imperial | Response s
Thread | Orifice S.I. b UL CUL CNS
1/2/15 1/2/13 5.6/80 Standard Upright Yes Yes Yes
1/2/15 1/2/13 5.6/80 Standard Pendent Yes Yes Yes
_ Recessed
1/2/15 1/2/13 5.6/80 Standard Up To 1/2” Adjustment Yes Yes Yes
1/2/15 1/2/13 5.6/80 Quick Upright Yes Yes Yes
1/2/15 1/2/13 5.6/80 Quick Pendent Yes Yes Yes
- . Recessed

1/2/15 1/2/13 5.6/80 Quick Up To 1/2” Adjustment Yes Yes Yes
SERINKLER NORMINAL SPRINKLER DLEF.A RARILM GLASS BULB

TEMPERATURE TEMPERATURE RATING AMBIENT (CEILING) COLOR

CLASSIFICATION TEMP. (ALLOWED)
5 e 100° :
ORI ISS,F/ 57 ﬂ(: PFf 38 a(?: Orange
155°F / 68°C 100°F / 38 °C Red
Tatsesisdis 175°F/ 79°C 150°F /65°C Yellow
2000F/93°C 150°F / 65°C Green
High 286'F /141°C 225°F /107C Blue
Extra High 360°F /182C 300°F /149°C Mauve
Open Open - No Bulb

DIMENSIONS

50mm

#30mm j

2 25mm(Quick Response)

50mm
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Maximum Extension

DISCHARGE CURVE

PRESSURE IN POUNDS PER SQUARE INCH(PSI)

Maximum Recess

DISCHARGE IN U.S. GALLONS PER MINUTE(GPM)
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